SPECIFICATIONS
K81D)

NNE dynamic Screw-on
stereo adapte

Years,

Design supraaural, closed-back Warranty
Audio bandwidth 16-24,000 Hz

Efficiency 115 dB SPLV

Max. input power 2,000 mw

Rated impedance 32 ohms

Weight (without cable)  ~ 150 g (5.3 0z)

Cable 2.50 m (8.2 ft.), 99.99 % OFC cable

Screw-on stereo adapter  3.5/6.3 mm (1/8” to 1/4”)
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AKG Acoustics GmbH

Lembdckgasse 21-25, P.0.B. 158, A-1230 Vienna/AUSTRIA

Tel: (+43 1) 86 654-0*, Fax: (+43 1) 86 654-7516, www.akg.com, e-mail: sales@akg.com
Hotline: (+43 676) 83200 888, hotline@akg.com

AKG Acoustics GmbH

Bodenseestrafe 228, D-81243 Miinchen/GERMANY

Tel: (+49 89) 87 16-0, Fax: (+49 89) 87 16-200, www.akg.com/de, e-mail: infode@akg.com
Hotline: (+49 89) 87 16-22 50, hotlinede@akg.com

AKG ACOUSTICS, U.S.
914 Airpark Center Drive, Nashville, TN 37217, U.S.A.
Tel: (+1 615) 620-3800, Fax: (+1 615) 620-3875, www.akgusa.com, e-mail: akgusa@harman.com

Package includes

Carrying bag

K181 D)

NN E dynamic

Package includes

Screw-on
stereo adapter

Design supraaural, closed-back wiffihy
Audio bandwidth 5-30,000 Hz

Efficiency 120 dB SPLV

Max. input power 3,500 mW Witieie gty
Rated impedance 42 ohms
Weight (without cable)  ~ 280 g (9.9 0z) Optional

Cable 1.80 m (5.9 ft.), plug-on, 99.99 % OFC CouedlcehlERRGIER 0SS

Available from your dealer.

single-sided cable @

Screw-on stereo adapter  3.5/6.3 mm (1/8” to 1/4”) =

For details on other AKG products or Distributors ask your dealer
or visit www.akg.com
Specifications subject to change without notice.
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Carrying bag









