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APPLICATION: EXAMPLE OF A SIX ZONE AUDIO SYSTEM WITH UP TO
FOUR AUTOMATED HOME THEATER SYSTEMS
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APPLICATION: INTEGRATING ONE OR MORE HT-MSU
CONTROLLED THEATERS AND AN IR ONLY CONTROLLED
THEATER WITH AN INTELLICONTROL ICS SYSTEM

DO THIS FIRST Review Controlling a Stand-Alone Home Theater Via IR in the IntelliControl ICS System Design Guide, Vol. 1

WHAT DOES THIS APPLICATION DO¢

This application allows you to integrate infrared control in the iRemoteTS of rooms that have dedicated sources and a display
device and no integration with the IntelliControl ICS System. A primary example of this application is a Guest Bedroom that has
no speakers (and is not a zone) of the GXR2 Modular MultiZone Receiver, but has its own TV and cable box

Key Considerations

Customer Benefits

Installation Benefits

A home theater zone is defined as a
zone of the IntelliControl ICS System
where a separate home theater receiver
is used to amplify the zone’s speakers.
When the iRemoteTS is configured with
multiple HT-MSU'’s, sources can be
utilized for both the GXR2 and the home
theater receiver. For example, an
IM-ICARD2 can be shared between the
two. Each iRemoteTS can be configured
to control up to four theater zones.

INSTALLATION REQUIREMENTS

e IntelliFile3 Capture Station and
the latest version of IntelliFile3
software. See page 23 for IntelliFile3
programming instructions.

Give your customers one remote that
will control any zone on an GXR2
Modular MultiZone Receiver and control
the components in a room that has no
connection with an GXR2 at all.

CRITICAL KNOWLEDGE

1. The IR sensor of the IR repeater
system should be placed high
enough in order to avoid blockage
of the IR commands by someone
walking in between the iRemoteTS
and the IR sensor, but low enough
as to not be severely off axis from
the customer’s preferred seating
location.

2. If an IR repeater system is not used
then careful attention should be
paid to making all sequences as
short as possible. This will minimize
the possibility of unreliable system
operation due to the blockage of
the IR commands by a person
walking in front of the remote
during operation.
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This application allows control of a home
theater system via IR, which creates
opportunities to upgrade systems
already wired for IR control.
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APPLICATION: INTEGRATING ONE OR MORE HT-MSU CONTROLLED THEATERS AND AN IR ONLY |
CONTROLLED THEATER WITH AN INTELLICONTROL ICS SYSTEM
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INTELLIFILES PROGRAMMING STEPS

UPDATE PROGRAMMING SOFTWARE
Always update your software to the latest version of IntelliFile3 before installing any products. IntelliFile3 can be
downloaded at www.intellicontrol.com/techsupport

UPDATE FIRMWARE
All units must be hard-wire connected to the GXR2 during firmware update. Always perform a firmware update on all
previously installed IntelliControl ICS products before adding new products. Follow this sequence:
1. Upload previous programming from the GXR2
. Firmware update the current system
. Unplug the GXR2
. Connect the new products to the GXR2
. Reconnect the power to the GXR2
. Perform firmware update on the new products, including the HT-MSU and the iRemoteTS
. Upload previous programming from the GXR2 again

o O W N

~

PROGRAMMING SEQUENCE
ALL UNITS MUST BE HARD-WIRE CONNECTED TO THE GXR2 DURING PROGRAMMING:

1. Perform MultiZone programming first
and upload to the Master GXR2 and
iRemoteTS’s

2. Perform home theater programming and
upload to the HT-MSU'’s

3. Upload the home theater programming
to the iRemoteTS’s

4. Locate all wireless devices to their final

position in the installation

5. Perform a “Reset Net” from the installer
screen of one of the End-Points
(iIRemote, iRemoteTS or wireless keypad)
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NOTES:
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NOTES:
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ADDITIONAL INFORMATION

WARRANTY

All Niles products are manufactured with reliability in mind and backed by
factory warranties against defects in materials or workmanship. For details,
see warranty statement included with each product.

We are eager to hear your product suggestions.
Please e-mail your suggestions to: productsuggestions@nilesaudio.com

Niles strives to constantly improve our products,
all specifications may change without notice.

CUSTOMER SERVICE - TECHNICAL SUPPORT:

1-800-BUY-HIFI (289-4434)

1-305-238-4373

8:00 AM to 5:30 PM ET

8:00 AM to 7:00 PM ET

www.nilesaudio.com

techsupport@nilesaudio.com

productsuggestions@nilesaudio.com

©2010 Niles Audio Corporation 12331 S.W. 130 Street, Miami, FL 33186 Tel: 800.289.4434 or 305.238.4373 — www.nilesaudio.com — All rights reserved. Niles, the
Niles logos, IntelliControl, SmartDock, IntelliFile, Transport and iREMOTE are registered trademarks of Niles Audio Corporation. All other trademarks are the property of
their respective owners. Niles reserves the right to change specifications and descriptions without notice. The technical and other information contained herein is not intended
to set forth all technical and other specifications. LTOO305A
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